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TARAcon 
Sensor cable 

with M12-connector 
Length 5.0 m (Art. No. 12074) 

Cable LiY11Y 
5 x 0,34 mm² 

Cable Sheath TPU (polyurethane) 

Grip body TPU 

Union nut GD-Zn, Ni 

Protection type IP67 
When screwed on 

 
 

Function of wires 
 
mV 
(analog signal 
processing) 

0…-2000 mV 
 

White: +U 
Blue: -U 
Black: Signal-GND 
Green-yellow: n. c. 
Brown: Measuring signal 

0…+2000 mV 
 

White: +U 
Blue: Power-GND 
Black: Signal-GND 
Green-yellow: n. c. 
Brown: Measuring signal 

Function of wires 
 
mV 
(digital signal 
processing) 

0…+/-2000 mV 
 

White: +U 
Blue: Power GND 
Black: Signal-GND 
Green-yellow: n. c. 
Brown: Measuring signal 

Function of wires 
modbus 

White: +U 
Blue: Power GND 
Black: RS485B 
Green-yellow: RS485A 
Brown: Reserved 

Function of wires 
mA 

White: +U 
Blue: -U 
Black: n. c. 
Green-yellow: n. c. 
Brown: n. c. 

 
(Subject to technical changes!) 
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